
The towing capacity is the maximum trailer mass that the vehicle has been designed to tow. However,  the combined mass of the vehicle 
and trailer should never exceed the Gross Combination Mass (GCM) of the vehicle. 

De� nitions
Kerb Mass refers to the mass of the vehicle with standard speci� cation, a full tank of fuel and all necessary consumables but no 
passengers or cargo. 
Gross Vehicle Mass (GVM) is the maximum allowable mass of the vehicle when fully loaded with passengers and cargo (i.e. kerb mass 
plus passengers and cargo).
Gross Combination Mass (GCM) is the available maximum allowable mass of the vehicle and trailer combined (i.e. GVM plus trailer mass).

Please refer to the below table which speci� es the available  load capacity of the vehicle if towing the maximum capacity. 

V e h i c l e  t y p e M o d e l G C M  ( k g ) G V M  ( k g ) T o w i n g
C a p a c i t y  ( k g )

K e r b  M a s s
 ( k g )

V e h i c l e  l o a d  c a p a c i t y 
w h e n  t o w i n g  m a x i m u m 

c a p a c i t y  ( G C M  -  K e r b
M a s s  -  T o w i n g  C a p a c i t y )

S i n g l e  C a b

2 . 7  V V T i  R B  S  5 M T 5 2 1 0 2 7 1 0 2 5 0 0 1 7 1 5 9 9 5

2 . 0  V V T i  S  5 M T 4 2 0 0 2 7 0 0 1 5 0 0 1 5 8 5 1 1 1 5

2 . 0  V V T i  S  A / C  5 M T 4 2 0 0 2 7 0 0 1 5 0 0 1 5 8 5 1 1 1 5

2 . 4  G D  S  5 M T 5 2 8 0 2 8 1 0 2 5 0 0 1 7 2 5 1 0 5 5

2 . 4  G D  S  A / C  5 M T 5 2 8 0 2 8 1 0 2 5 0 0 1 7 2 5 1 0 5 5

2 . 4  G D - 6  R B  R A I D E R  6 M T 5 5 0 0 2 7 5 0 2 7 5 0 1 8 3 0 9 2 0

2 . 4  G D - 6  R B  R A I D E R  6 AT 5 5 0 0 2 7 5 0 2 7 5 0 1 8 2 0 9 3 0

2 . 4  G D - 6  4 X 4  R A I D E R  6 M T 5 8 5 0 2 8 7 0 3 5 0 0 2 0 2 0 3 3 0

2 . 4  G D - 6  4 X 4  R A I D E R  6 AT 5 8 5 0 2 8 7 0 3 5 0 0 2 0 3 5 3 1 5

2 . 4  G D - 6  R B  S R  6 M T 5 5 0 0 2 7 5 0 2 7 5 0 1 8 3 0 9 2 0

2 . 4  G D - 6  4 X 4  S R  6 M T 5 8 5 0 2 8 7 0 3 5 0 0 2 0 1 0 3 4 0

2 . 8  G D - 6  R B  R A I D E R  6 AT 5 5 0 0 2 7 5 0 2 7 5 0 1 8 5 0 9 0 0

2 . 8  G D - 6  4 X 4  R A I D E R  6 AT 5 8 5 0 2 8 7 0 3 5 0 0 1 9 9 0 3 6 0

X t r a  C a b

2 . 4  G D - 6  R B  R A I D E R  6 M T 5 5 0 0 2 7 5 0 2 7 5 0 1 9 2 5 8 2 5

2 . 4  G D  6  R B  R A I D E R  6 AT 5 5 0 0 2 7 5 0 2 7 5 0 1 9 3 0 8 2 0

2 . 8  G D - 6  R B  L E G E N D  6 M T 5 5 0 0 2 7 5 0 2 7 5 0 1 9 4 5 8 0 5

2 . 8  G D - 6  R B  L E G E N D  6 AT 5 5 0 0 2 7 5 0 2 7 5 0 1 9 3 0 8 2 0

2 . 8  G D - 6  4 X 4  L E G E N D  6 M T 5 8 5 0 2 8 6 0 3 5 0 0 2 0 6 5 2 8 5

2 . 8  G D - 6  4 X 4  L E G E N D  6 AT 5 8 5 0 2 8 6 0 3 5 0 0 2 0 8 0 2 7 0

D o u b l e  C a b

2 . 7  V V T i  R B  S  5 M T 5 2 1 0 2 7 1 0 2 5 0 0 1 8 7 5 8 3 5

2 . 4  G D - 6  R B  R A I D E R  6 M T 5 5 3 0 2 8 1 0 2 7 5 0 1 9 4 5 8 3 5

2 . 4  G D - 6  R B  R A I D E R  6 AT 5 5 3 0 2 8 1 0 2 7 5 0 1 9 5 5 8 2 5

2 . 4  G D - 6  4 X 4  R A I D E R  6 M T 5 8 5 0 2 9 1 0 3 5 0 0 2 0 8 0 2 7 0

2 . 4  G D - 6  4 X 4  R A I D E R  6 AT 5 8 5 0 2 9 1 0 3 5 0 0 2 1 0 5 2 4 5

2 . 4  G D - 6  R B  S R  6 M T 5 5 3 0 2 8 1 0 2 7 5 0 1 9 3 5 8 4 5

2 . 4  G D - 6  4 X 4  S R  6 M T 5 8 5 0 2 9 1 0 3 5 0 0 2 0 7 5 2 7 5

2 . 8  G D - 6  R B  R A I D E R  6 AT 5 5 6 0 2 8 1 0 2 7 5 0 1 9 6 0 8 5 0

2 . 8  G D - 6  4 X 4  R A I D E R  6 AT 5 8 5 0 2 9 1 0 3 5 0 0 2 1 2 0 2 3 0

2 . 8  G D - 6  R B  L E G E N D  6 M T 5 5 6 0 2 8 1 0 2 7 5 0 1 9 7 0 8 4 0

2 . 8  G D - 6  R B  L E G E N D  6 AT 5 5 6 0 2 8 1 0 2 7 5 0 1 9 7 5 8 3 5

2 . 8  G D - 6  4 X 4  L E G E N D  R S  6 M T 5 8 5 0 2 9 1 0 3 5 0 0 2 1 1 0 2 4 0

2 . 8  G D - 6  4 X 4  L E G E N D  6 M T 5 8 5 0 2 9 1 0 3 5 0 0 2 1 1 0 2 4 0

2 . 8  G D - 6  4 X 4  L E G E N D  R S  6 AT 5 8 5 0 2 9 1 0 3 5 0 0 2 1 3 5 2 1 5

2 . 8  G D - 6  4 X 4  L E G E N D  6 AT 5 8 5 0 2 9 1 0 3 5 0 0 2 1 3 5 2 1 5

4 . 0  V 6  4 X 4  L E G E N D   6 AT 5 7 5 0 2 8 7 0 3 0 0 0 2 0 3 5 7 1 5

For example,  in the case of the Double Cab 2.8 GD-6 4x4 Raider 6AT:
- if towing the maximum capacity of 3,500kg, available load capacity is 230kg (eg. two 100kg adults with 30kg luggage) which will keep 

within the GCM

TRAILER LOAD = 3,500kg + VEHICLE LOAD = 2,350kg (Kerb Mass + 230kg) = 5,850kg ✔
- however, if the vehicle is fully loaded up to GVM (2,910kg) then only 2,940kg can be towed

VEHICLE LOAD = 2,910kg + TRAILER LOAD = 2,940kg = 5,850kg ✔
- if the vehicle is fully loaded up to GVM and maximum capacity of 3,500kg is being towed, the GCM will be exceeded

VEHICLE LOAD = 2,910kg + TRAILER LOAD = 3,500kg = 6,410kg ✘
Please also refer to  the Speci� cations section of the Owner’s Manual for recommended tyre pressures when loading the vehicle 
(regardless of trailer load)
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